knaug

YFIRLYSING UM NOTHZEFI
KCS 2.07.1

Einstakt audkenniskdi vorugerdar
KT 2.07 METAL (Sja toflu 1)

Notkunarsvido
Frestad loft himna hluti fyrir innri notkun

Framleidandi
Knauf Ceiling Solutions GmbH & Co. KG, Elsenthal 15, 94481 Grafenau, Germany

Samhafdur stadall
EN 13964:2014

Tilnefndur adili
761

Yfirlyst nothaefi

Grundvallareinkenni Notheefi Kerfi fyrir maelingu a stodugleika
framleidslu

Viobrogo vid bruna A2-s1,d0 1

Ending B 4

Hlj6dgleypni Sja toflu 2 4

Losun formaldehyds E1l 3

Nothaefi ofangreindrar voru er i samraemi vid yfirlysingu um nothaefi. bessi yfirlysing um nothaefi er i
samreemi vid reglur (EU) No 305/2011, og a abyrgd ofangreinds framleidanda. Undirritad fyrir hdnd
framleidanda
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ppa. Andreas Schiedeck
Director Research and Development
Grafenau, 08.04.2022 Knauf Ceiling Solutions GmbH & Co. KG
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knauf

Tafla 1
Grunnefni Litur Gotun Hljoddeyfandi medferd
Hvitur / RAL / Ogotud
Stal Malmpynnur NCS / Wood Gotud
Effect <2.5mm Hlj6ddeyfandi pudar AMV
Tafla 2
. Heed (H) Bil (X) Heildardypt (H1) Hlj6ogleypni
Gotun
[mm] [mm] [mm] Oy
350 0.50
300 600 0.55
Rg 0701 + AMV 300 900 0.55
(25mm, 25kg/m3) 350 0.35
450 600 0.40
900 0.45
200 0.60
150 350 0.55
750 0.55
150 200 0.45
300 350 0.40
Rd 1522 + AMV 750 0.35
(25mm, 25kg/m3) 350 0.60
300 600 0.55(H)
900 0.55(H)
300 350 0.45
450 600 0.45
900 0.40(H)
350 0.60
300 600 0.60
Rg 1511 + AMV 300 900 0.60(H)
(25mm, 25kg/m3) 350 0.45
450 600 0.40
900 0.45(H)
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